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•	 Waterproof Front

•	 Front Panel Sticker Covering                  
Hardware Installation

•	 Front Panel Sticker Customizable           
with Logo

•	 Back °F/°C Unit Conversion Switch

•	 Extended Battery Life with Solar and 
Rechargeable Backup Battery Combination

Specifications

Dimensions 
2.26”W x 2.26”H square face, 
Overall 1.02” Depth 

Case ABS Plastic in Black

Display
4 Digit LCD with °F/°C 
indicator

Power Source
Solar Powered, High Capacity 
Lithium Battery Backup

Update Frequency 10 Seconds

Measuring Range
-58°F to 230°F 
(-50°C to 110°C)

Operating Range
-4°F to 122°F (-20°C to 50°C)
< 85% Relative Humidity

Accuracy ± 1°C of range

Sensor Bulb
Plated Sleeve NTC Bulb 
Ø 0.25” x 1.82”

Cable Length*
White PVC
Min ~ 40” (1m)
Max ~ 216” (5.5m)

*For custom sensor cable lengths please contact
service@howe-technology.com

Custom Options
Logo on Front Panel Sticker

Other Case Colors Available 

Front Panel Sticker 

Digital Solar Thermometer CC111
NSF Listed IP 65 Rated Face

The CC111 is a digital solar powered thermometer featuring a backup battery. The 
CC1-11 is square in shape measuring 2.26” in width and height with a depth of 1.02”.  
A °F/°C switch on the back makes for versatile temperature reading based upon 
customer needs.  

Sample Product Photo
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Digital Solar Thermometer CC111

Sample Technical Drawings


